
Mitsubishi Evolution IIIV and IX Intercooler Pipe Kit

Installation Instructions

Disclaimer: This product is intented for off road use only. 

Driving on public roads and highways with this product installed on your vehicle may not be legal in all states. User discretion is advised.

1. Remove 

the OE air 

intake duct. 

2. Remove the 

two 10mm bolts 

and two plastic 

clips on the clips on the 

bumper cover.

3. Remove the 

12mm bolt and clip 

from inside the 

fender well. 

4. Remove the 

12mm bolts on 

either side of the 

intercooler .



5. Remove 

the two 

12mm bolts 

on either side 

of the crash 

beam. 

6. Unhook the 

crash beam from 

the frame and set 

aside.

7. Loosen the 

two clamps

that connect 

the lower IC 

pipe to the 

8. Remove the two 

12mm bolts 

holding the lower 

IC support 

brackets.pipe to the 

IC.

9. Loosen the 

clamp located 

at the turbo 

discharge 

pipe.

10. Remove the 

stock lower IC pipe



11. Install the 

2.5 to 1.75 

inch reducer 

on your

Synapse lower 

IC pipe and 

then slide it on 

the turbo 

discharge pipe

12. Install a 2.5 

inch straight 

coupler onto the IC 

pipe and slide it

onto the 

intercooler inlet.

Installation of the 

Lower IC pipe( is 

complete.

13. Remove 

the top of the 

intake air box 

and remove 

the filter 

element.

14. Remove two 

10mm bolts that 

hold the air box.

Take the time to 

also remove the 

10mm bolt that element. 10mm bolt that 

the upper IC pipe is 

attached to.

15. With the 

intake box 

unbolted, tilt 

the box 

upward and 

unclip the 

mass air 

sensor from 

the harness.

16. Rmove the air 

box form the turbo 

inlet. Remove the 4 

10mm nuts that 

secure the mass air 

sensor to the air 

box and set the 

sensor aside for 

use in step 25.



17. Loosen 

the clamps 

that secure 

the coupler 

on the 

discharge 

side of the 

intercooler

18. Unbolt the 

12mm bolt that 

secures the upper 

IC pipe to the 

frame.

19. Loosen 

the clamp 

holding the 

upper IC pipe 

to the 

20. Loosen the 

clamp located at 

the intake 

manifold throttle 

body and pull the 

coupler free.
to the 

coupler that 

crosses over 

the inlet pipe 

and remove 

the  lower 

pipe

coupler free.

21. Loosen the 

clamp on the tube 

that leads to the 

stock diverter 

valve  and remove 

the tube from the 

upper IC pipe.

22. Loosen the 

clamp on the turbo 

compressor inlet. 

Pull the stock 

turbo inlet free.



23. With the 

stock turbo 

inlet free, 

reach 

underneath 

and pull free 

the two tubes 

connected to 

the bottom  of 

the inlet .

24. Intsall one 2.5 

inch strait coupler 

on either end of 

Pipe 1 of the 

Synapse upper IC 

pipe. Install the 

lower portion 

sliding the coupler 

over the discharge 

of the stock 

intercooler

25. Install the 

mass air 

sensor onto 

the provided 

EVO specific  

filter.

26. Install the 2.75 

to 2.5 inch 

reducer provided 

in the kit on the 

mass air sensor.
filter.

mass air sensor.

29. Install the 

Synapse turbo to 

MAF inlet pipe as 

shown.

28. Install one 

2.5 inch 

straight 

coupler onto 

the turbo 

inlet. 



30. Install the 

valve cover 

vent tube onto 

the large bung 

on the inlet 

pipe and 

install the 

boost control 

bleed tube 

onto the small 

bung.

31. Install the MAF 

and filter assembly

onto the turbo 

inlet.

32. Begin

installing the

Upper IC pipe 

2 by fitting 

33. At the other 

end of pipe 2 install 

the supplied 2.5 to 

2.75 inch reducer 

one of the 

supplied 2.5 

inch couplers 

onto the pipe 

and sliding it 

over the upper 

end of IC pipe 

1. 

2.75 inch reducer 

onto the pipe and 

slide it onto the 

vehicle throttle 

body. 



34. If properly 

installed, the 

upper IC pipe 

should have 

the BOV  bung 

facing up in 

the rear of the 

engine bay.

35. Cut 3 

appropriate lengths 

of  the provided 

black PU hose and 

push the pre cut 

hose ends into the 

Y connector. 

36. Locate the 

vaccum signal 

line that was 

disconnected 

form the 

factory

bypass valve.

37. Extend the 

vaccum line by 

inserting the 

collector end of 

the PU hose into 

the rubber factory 

line, then slide the 

factory spring 

clamp over the 

inserted hose end.



38. Connect 

the split end 

PU hoses to 

ports A and B 

of the 

Synchronic 

BOV.

39. Place the 

adapter o-ring in 

the inlet side of the 

BOV. Make sure 

the o-ring sits flat 

before installing it 

onto the pipe. 

40. Place the 

BOV onto the 

flange and 

push down to 

41. Install the two 

1.25 inch couplers 

provided onto 

either end of the push down to 

seat the o-

ring. Install 

the two set 

screws 

provided with 

the BOV.

either end of the 

BOV discharge re-

circulation pipe.

42. Slide the re-

circulation pipe 

onto the turbo 

inlet 

43. Slide the re-

circulation pipe onto 

the re-circulation fitting 

on the discharge side of 

the BOV.



Installation of the Synapse intercooler 

pipe kit is complete. Recheck all hoses, 

couplers, clamps, bolts, and clips to 

ensure a proper install. Reinstall the 

vehicle bumper and all body parts 

removed for installation. 


