
1. Remove the 2 clamps on the OEM hose that connect the 

upper intercooler pipe and throttle body 

2. Remove the OE black rubber hose that connects the IC 

discharge and the throttle body.

3. (Optional) Remove the M4 set screw on the bottom side of 

the BOV and remove the recirculation adapter flange. 4. Place the 2 x 31mm O-ring in the inlet side of the BOV.
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6. Install the 2.75" to 2.0" reducer coupler & clamps onto the Throttle Body

5. Install the Synapse BOV onto the Adapter Pipe and tighten the Allen head bolts(with 3mm Allen wrench) on the left and 

right sides of the BOV. 
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8. Install the BOV and adapter pipe assembly onto the pre-

installed couplers.  Adjust couplers and pipe if necessary and 

tighten all clamps to secure the pipe's position.

7. Install the 2.0" straight coupler on the upper intercooler pipe discharge side
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10. To remove the OE air-box, loosen the bolts and clamp as 

indicated in the picture

11. Loosen the clamp as the picture indicates in order to 

remove the OE air intake tube.

9. To easily remove the OE by pass valve and install the block off plate, the OE intake air-box needs to be temporarily 

removed. 
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12. Disconnect the vacuum line and unscrew the 3 x 10mm 

bolts to the OE BPV. 13. Remove the OE BPV from the turbo housing.

14. Install the Synapse OE BPV Block Off Plate and fasten 

the 3 x 10mm bolts used for the OE BPV.

15. Cut an appropriate length of the polyurethane hose 

(supplied)
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16. Connect the cut portion of the PU hose to the OE vacuum 

hose that was connected to the OE BPV. 

17. Re-route the extended OE vacuum line to the Throttle 

body side

18. Push the Y connector (supplied) onto the end of the 

extended vacuum line. 

19. Cut 2 more equal length sections of the PU hose 

(supplied) and connect them to the split side of the Y 

connector.
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20. Connect the 2 equal length sections of vacuum hoses to 

port A and B of the Synchrnonic BOV. 21. Reinstall the OE intake tube and air-box assembly.

22. Recheck all steps to ensure a secure and successful 

install.  
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