
Installation

Genesis 2.0T Intake Installation
Tools:  Vice Grip, Pliers, Cutter, 10mm ratchet, 12mm 

ratchet, flat head screw driver. 

1. The factory air box is located on the left side of the engine 

bay as shown 2. Remove the 8mm bolt that mounts the airbox to the body.

3. Remove the 8mm bolt on the front of the airbox that 

mounts it to the body. 

4. Remove the 10mm clamp that holds the factory intake pipe 

to the airbox
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Installation

5. Remove the 4 plastic clips holding on the plastic intake 

snorkle. 6. Remove the two 10mm clamps on the intake pipe. 

7.  With a pair of pliers remove the 10mm hose on top and 

the 16mm hose on bottom from your factory OEM intake 

pipe.

8. Remove the 10mm clamp holding the intake inlet pipe to 

the turbo and remove it. 
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Installation

11. Install the 2 1/2 to 3in coupler to the turbo. Make sure you 

leave the t-bolt clamps slightly loose so you can adjust and 

move the intake pipe. 

12. Take the Synapse intake pipe and place it into the 

coupler. Lightly tighten down the t-bolt clamps to hold it in 

place.  

13. Take your 10mm hose extension and attach it to your 

OEM 10mm breather hose that you had removed from your 

factory OEM intake pipe. 

14. Attach your OEM 10mm hose (circled in green) and your 

OEM 16mm hose (circled in red) to the Synapse intake pipe. 
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Installation

15. Tighten the 14mm bolt to secure the intake and mount it 

to the chassis.

16. Attach the intake cone and tigten down the worm clamp to 

secure it to the intake pipe. Then go over all your clamps and 

make sure everything is secure and tight. Your install should 

now be complete. 
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